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AS LEDAS LED
LED Lamp

CERTIFICATES AND SYMBOLS ELECTRICAL DATA / General
IP-68 230V +-10% 50Hz
IK-10 >88%
II Type LED

Number    64pcs – 21W and 128pcs -34W
CE Yes   + 8pcs - 4W for blue light

Yes 50 000h at 25°C
30 000h at 45°C
   -20 +45°C

Agropian SystemAgropian System

CHARACTERISTICS:
AS LED light source dedicated to agriculture and 
industrial space for applications requiring high tightness 
and increased chemical resistance. Designed for use in 
areas with specific environmental conditions.

DESIGNATE : For animal breeding - Chickens, geese, pigs, 
rabbits, mushroom and all other farm buildings, assembly 
halls and production facilities, warehouses, swimming pools, 
storage, cold stores, bakeries, butchers, public buildings         
                                                               

MADE OF: Housing with transparent tubes polycarbonate 
(PC) closed two expanding plugs made from a blend of 
polycarbonate and fiberglass light gray, plugs sealed with O-
ring NBR                 

FITTING ELEMENTS:      Clamp polycarbonate fixed to the 
ceiling / wall hook to the metal bracket

Degree of protection (IP) Rated voltage
Mechanical strength (IK) Efficiency lamps
Protection class Insulation Duris E5, P5

Protection of the light source Yes / (option)

RoHs Durability LEDs

Working temperature
Storage Temperature                  -30 +85°C

Possibility of smooth control of light intensity 
from 0 to 100%
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L

PRODUCTS

Type CRI [Ra]

LD2XBC - 2 18 21 115 2304 3000 >80 1510x70 120 1,8

LD2XBZ - 2 18 21 115 2304 4000 >80 1510x70 120 1,8

LD2XBCS T 2 18 21 115 2304 3000 >80 1510x70 120 1,8

LD2XBZS T 2 18 21 115 2304 4000 >80 1510x70 120 1,8

LD2XBNCS
T 2

18 21 115 2304 3000 >80 1510x70
120 1,8

Niebieskie 4 1510x70

LK3XBC - 3 18 21 115* 2304* 3000 >80    910x70 360* 1,3

LK3XBZ - 3 18 21 115* 2304* 4000 >80    910x70 360* 1,3

LK3XBCS T 3 18 21 115* 2304* 3000 >80    910x70 360* 1,3

LK3XBZS T 3 18 21 115* 2304* 4000 >80    910x70 360* 1,3

LK2XBC - 2 18 21 115 2304 3000 >80    910x70 120 1,4

LK2XBZ - 2 18 21 115 2304 4000 >80    910x70 120 1,4

LK2XBCS T 2 18 21 115 2304 3000 >80    910x70 120 1,4

LK2XBZS T 2 18 21 115 2304 4000 >80    910x70 120 1,4

LD4XBC - 4 30 34 115 3904 3000 >80 1510x70 120 2,0

LD4XBZ - 4 30 34 115 3904 4000 >80 1510x70 120 2,0

LD4XBCS T 4 30 34 115 3904 3000 >80 1510x70 120 2,0

LD4XBZS T 4 30 34 115 3904 4000 >80 1510x70 120 2,0

IDENTIFICATION OF TYPE LAMP LD - long lamp
LK - lamp short

  B – white LED
  N - blue LED

Agropian SystemAgropian System

Hᴓ

Brightness
control

Number 
mod. LED

LED 
Power [W]

 The 
luminaire 
wattage 

[W]

The efficacy 
[lm / W]

The stream 
luminaire 

[lm]

Temp. 
Color [K]

Dimension
s [mm] L 

Hᴓ

angle of 
transmission 

of light °

Weight 
[kg]

For example: LD 2X B C S xX – number of LED modules

Long lamp , 2 modules, white led, warm light, dimmable
  S - dimmable

* - Lamp during testing photometric   C - warm light
  Z – cold light
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                    SPECIFICATIONS POWER SOURCE

AC 230V +/-10%

50-60HZ

100mA -21W 160mA-34W (230V)

21 and 34W

Power loss <3W and <4W

>0,50 and >0,90

>88%

<0,3W

24 V

Max 1,25A

MS-1, 0-100%

YES  2x1,5mm2

                           PHOTOMETRIC DATA 

2m 3m 4m

3000K LD2 165 95 60
4000K LD2 175 100 75
3000K LD4 230 180 115
4000K LD4 240 190 125

CURVE LIGHT BEAM
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Input voltage

Frequency network

Supply current

Output power

Power factor (PF)Współczynnik mocy (PF) 

Efficiency

Energy consumption in standby mode

Operating voltage LEDs

Current LEDs 

Max. Number of devices. the fuse 16A (30mA RCD) 60 pcs

Interface dimmable

Wired communication

Overload protection Automatic reversible

Protection against overheating Automatic reversible

Approximate light intensity (Lx)

From a height:
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MS-1MS-1

TECHNICAL DATA

1,25A

300mA
0-100%
4
60
350m
Yes

CERTIFICATES AND SYMBOLS
IP-66

CE Yes
Yes
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Microprocessor controller AS LED lamps 

Supply voltage 12V DC ( external power supply)
Maximum supply current

Max. load current control output
Interface dimmable
The number of digital control outputs
Max. number of lamps in a single line
The maximum cable length in one line
Cable communication
Type of communication cable 2x1,5mm² 

Degree of protection (IP)

RoHs
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